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IMPORTANT: The following information and instructions are to be used as a supplement to the KBVF Multi-Speed Board Data Sheet D-802
(Part No. A42111) until the new data sheet is available.  The KBVF Multi-Speed Board Data Sheet must be read and understood before
attempting to operate this control.  The General Performance Specifications have not changed.  For further assistance, contact our Sales
Department at 954-346-4900 or Toll Free at 800-221-6570 (outside Florida).
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Motor
Frequency

Rating
Jumper J1 on

Multi-Speed Board
Jumper J2 on
Model KBVF

  60 Hz *

50 Hz

120 Hz

100 Hz

* Factory setting.



DESCRIPTION

The KBVF Multi-Speed Board (Part No. 9503) provides (4) - user
selectable preset speeds to control a motor connected to the  KBVF
Adjustable Frequency Drive.  A preset (PS 1, PS 2, PS 3, PS 4) is
selected with a contact closure or open collector.  The motor speed
for each preset is adjustable via trimpot settings which can be fine
tuned by using the HI-LO range jumpers.  Motor direction is set by the
position of Jumper R/F (forward/reverse) which is provided for each
preset.  Connections to the Multi-Speed Board are made via a barrier
terminal block.

Form C Contacts

Close to Run
Open to Stop

Switch or PLC Open Collector

TB1

COM PS 1 PS 2 PS 3 PS 4

TB1

COM PS 1 PS 2 PS 3 PS 4

TB1

COM PS 1 PS 2 PS 3 PS 4

5.33
[135.4]

2.63
[66.8]4.13

[105.0]

4.68
[118.8]

Multi-Speed Board
Shown Mounted to
1 HP Model KBVF 

MULTI-SPEED
BOARD

KB Part No. 9503
For Model KBVF

Provides (4) - User Selectable Speeds

for the KBVF Adjustable Frequency Drive

CONNECTION DIAGRAMS

TM

STANDARD FEATURES
• Multi-Speed Operation
• Trimpot Adjustments:  Provides adjustment of motor speed

for each preset.
• Forward/Reverse Jumpers:  Provides selection of forward or

reverse motor direction for each preset.

• Speed Range Jumpers (HI, LO):  Provides selection of high,
low, or medium motor speed range for each preset.
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CONTROL LAYOUT & MECHANICAL SPECIFICATIONS (inches/mm)

DATA SHEET D-802

Parameter LO Jumper HI Jumper
Speed Range

(% Base Speed)

Installed

Not Installed

Installed

Not Installed

Installed

Installed

Not Installed

Not Installed

Full Speed Range

High Speed Range

Low Speed Range

Medium Speed Range

0 - 100

50 - 100

0 - 50

33 - 66

TRIMPOT SPEED RANGE vs JUMPER SETTINGS

HILO

PR
ES

ET
 1

HILOLOLO HI R/
F

R/
F

R/
F

PR
ES

ET
 2

PR
ES

ET
 3

HI

PR
ES

ET
 4

R/
F

Presets 1 thru 4

0 – 50

SpecificationParameter

Preset Switch Types

Maximum Operating Current per Preset (milliamps DC)

Dry Contact* or
Open Collector

Operating Temperature Range (ºC)

1.5

GENERAL PERFORMANCE SPECIFICATIONS

*Note: Contacts must be isolated from the AC line.


